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ABSTRACT

All over the world the use of petroleum products has increased day by day. The vehicle
population is also increasing day by day. The vehicle population has tremendous
increased in the recent year with the explosion of vehicle population in the world wide.
As the vehicle population increases the use of fossil fuel like petrol and diesel has

increased tremendous.

Generally the emission like CO, HC, NO, S0%,CO? particular matters and smoke are
treats as emission from the exhaust gas of engines. Among the emission, the HC and CO
are more toxic in nature and which leads to air pollution. The diesel engine predominant
then petrol engine in the developed country India as a developed country the diesel

engine predominant in agriculture sector, power sector, automobile sector.

The main aim of the project is to replace diesel with Rubber seed oil(Bio fuel) and to
reduce emission like CO, HC from the exhaust gasses of diesel engine with this semi

adiabatic four stroke 2 cylinder diesel engine.

The experiment is conducted using this semi adiabatic diesel engine with CRDI. From the
experimental result it is found that the CO is reduce by 21.9% at zero load using Rubber

seed oil as fuel in this semi adiabatic engine.

At % load the CO is reduce by 28.71% in semi adiabatic engine. It’s also observed from

experiment result that HC is reduce by9.35% at the same load.

From the experimental result it is concluded that using Rubber seed oil as alternative fuel

in the semi adiabatic Diesel engine results in effective reduction in CO and HC.
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